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Lech-Stahlwerke GmbH

STATEMENT BY KIWA
This product certificate is issued on the basis of BRL 0501 "Steel for the reinJorcement of

concrete" (Betonstaal) dated 2010-09-01 by Kiwa, in accordance with the Kiwa Regulations for

Product Certification.

Kiwa declares that legitimate confidence exists that the by the producer manufactured steel for

the reinforcement of concrete comply with the technical specifications as laid down in this

product certificate, provided that the steel for the reinforcement of concrete have been marked

with the KOMO@-mark in the manner as indicated in this product certificate.
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Bouke Meekma
Director Kiwa Nederland B.V.
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Advice: consult www.kiwa.nl in order to ensure that this certificate is still valid.

Holder of Certificate
Lech-Stahlwerke GmbH
lndustriestr. 1
86405 Meitingen
uermany
Te1. +498277820
Fax +19827182377
offi ce@lech-stailwerke.de
www.lech-stahlwerke.de
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KO M Ot product certificate K48605102

Steel for the reinforcement of concrete 85008: bars

PRODUCT SPECIFICATION

General
Steel  for  the re inforcement of  concrete B500B (bars)  are in accordance wi th the requirements of  chapter  4 of  guidel ine BRL 0501 and wi th

that  of  NEN 6008.

The products are meant to be used in construct ions of  concrete.

Further specification
Classi f icat ion :  B 5008
Production method : Hot rolled/water cooled
N o m i n a l  s i z e  : 8  -  1 0  -  1 2 -  1 4 -  1 6 - 2 0 - 2 5  - 2 8  a n d  3 2 m m
Del ivery condi t ion :  bars

The qual i ty  mark 85008 fu l f i ls  the requirements of  the old qual i ty  mark FeB500 HWL

Marking
The products are marked wi th a label  wi th upon i t  at  least  on a c lear and indel ib le way:
-- the KOMo@-logo and the cert i f icate number,  f igure 1;
-- the c lassi f icat ion 85008;
-- the diameter;
- - the ro l l ing mark;
--heatn um ber/castn um be r /coi lnumber ;
--n,ame of the certificate holder;
- -BRL  0501  .

Place of  the label :  at  least  one label  oer bundle of  bars.

Steel  for  the re inforcement of  concrete is  marked on the {o l lowing way:
On one r ib row by th icken r ibs,  wi th the code (1-22] , ,  t igure 2.

Place of  the mark:  on a mutual  d istance of  + 1 meter.  The posi t ion of  the t ransverse r ibs may also be in reverse.
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RECOMMENDATIONS FOR USERS

Check at  the t ime of  del iverv whether:
- the producer has delivered in conformity with the agreement;
-  the mark and marking method are correct ;
- the products do not show any visible defects due to transport.

l f  you should re ject  a product  on the basis of  the above,  p lease contact :

and i f  necessarv:
-  Kiwa Neder land B.V.

Consul t  for  the proper method of  storage and t ransport  NEN 6722 and/or  NEN-EN 1 3670.

LIST OF DOCUMENTS

NEN 6008
NEN 6722

Betonstaal
Voorschriften Beton - Uitvoering

NEN-EN 1 3670 Het vervaardigen van betonconstruct ies

* For the actual  vers ion of  the standards see the latest  vers ion of  the BRL 0501 or latest  amendment sheet.
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